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OptimisationSolar thermal collectors for buildings use a heat transfer fluid passing through heat exchange channels in
the absorber. Flat plate absorbers may pass the fluid through a tube bonded to a thermally conducting
plate or achieve lower thermal resistance and pressure drop by using a flooded panel or microchannel
design. The pressure drop should be low to minimise power input to the circulating pump.
A method is presented for choosing the optimum channel hydraulic diameter subject to geometric sim-
ilarity and pumping power constraints; this is an important preliminary design choice for any solar col-
lector designer. The choice of pumping power is also illustrated in terms of relative energy source costs.
Both microchannel and serpentine tube systems have an optimum passage diameter, albeit for differ-
ent reasons. Double-pass and flooded panel designs are considered as special microchannel cases. To
maintain efficiency, the pumping power per unit area must rise as the passage length increases.
Beyond the optimum pumping power the rise in operating cost outweighs the increase in collector
efficiency.
 2017 The Authors. Published by Elsevier Ltd. This is an openaccess article under the CCBY license (http://
creativecommons.org/licenses/by/4.0/).1. Introduction
Solar thermal collectors generally extract heat to a fluid that
passes through a tube bonded to the absorber plate, passages
embedded inside the plate or a flooded panel.
For a given absorber area, the designer must select the tube
diameter and length and choose between a single pipe or a
microchannel arrangement with multiple passages. High heat
transfer coefficients can be obtained using small-bore pipe but will
incur high frictional losses and increase the power required to cir-
culate the fluid. The pumping power contributes to the operational
cost and should be minimised where possible: an optimum solar
collector design will achieve the highest possible efficiency at its
target pumping power.This paper describes a methodology for choosing the optimum
channel size for a given solar collector plate area in terms of the
allowable pumping power and fluid properties.
Previous work within our group (Oyinlola et al., 2015a, 2015b)
has experimentally investigated the validity of Nusselt number
correlations for laminar flow microchannel plates with various
channel depths and flow rates. Oyinlola et al. (2015c) studied con-
jugate heat transfer effects due to conduction along the microchan-
nel plate.
Regardless of the configuration or working fluid there is always
an optimum size for the coolant channels, this being the hydraulic
diameter that for a given operational cost (pumping power) will
keep the mean fluid temperature closest to the fluid inlet and min-
imise unnecessary heat losses to the environment. The choice of
channel or pipe diameter may ultimately be influenced by addi-
tional factors such as available material dimensions or ease of
manufacture but a designer should always calculate the optimum
Nomenclature
a; b rectangular channel width and depth
Ac collector top surface area
Ah internal surface area for heat transfer (sum over all
channels)
c fluid specific heat capacity
Dh channel hydraulic diameter
f Fanning friction factor
F fin efficiency parameter
F 0 collector efficiency factor
F 00 collector flow factor
FP passage efficiency factor
FR collector heat removal factor
G total (beam & diffuse) irradiance from Sun
H plate height (m)
h heat transfer coefficient inside a channel
k fluid thermal conductivity
km metal thermal conductivity
L length of a tube or passage (m)
_m coolant mass flow rate (kg/s)
m dimensionless collector mass flow rate
n, N number of flow passages (actual, equivalent)
NuH Nusselt number for laminar flow, constant heat flux
boundary
p; P passage pitch (actual, equivalent)
Po Poiseuille number, f ¼ PoRe
_Q volume flow rate (m3/s)
Qu rate of heat extraction by fluid
r, R void fraction (actual, equivalent)
Re Reynolds number
S net solar power absorbed by the collector after heat
losses
s channel aspect ratio
TðxÞ double-pass metal temperature distribution
Ta ambient temperature
Ti fluid temperature at inlet to collector
To fluid temperature at outlet from collector
Tpm collector plate mean temperature
UL overall collector heat loss coefficient
v fluid velocity in channels
Wp fluid pumping power per m2 top surface area
WTOT total pumping power (W)
W plate width (m)
g collector efficiency
h fluid temperature rise along channel
l fluid dynamic viscosity
q fluid density
sa effective transmissivity-absorbance product
DP fluid pressure drop along each channel
DTh metal to fluid temperature difference
DT; T difference between mean plate surface and fluid inlet
temperatures
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mance implications.
The choice of pumping power is a separate question but is con-
sidered here briefly to show typical values and illustrate how they
are determined.
This work was initiated as part of the design and testing of a
vacuum-insulated flat plate collector (Henshall et al., 2016). The
initial absorber concept used a microchannel plate. The optimum
hydraulic diameter was however found to be of order 2 mm, which
allowed a change in design to a flooded panel made from hydro-
formed sheets. The application of the proposed technique is much
wider than the solar collector field, with or without vacuum insu-
lation, since the same considerations will apply to any heat
exchanger subject to a constant rate of heat input. The particular
interest for solar collectors, which can never be perfectly insulated
from their environment, is to improve the heat collection efficiency
by minimising heat losses. Other applications may have different
targets, for instance concentrating PV systems may use a
microchannel cooling system to improve the PV efficiency
(Radwan et al., 2016).
Many previous workers have studied the optimisation of flat
panel collectors (Bracamonte and Baritto, 2013; Eisenmann et al.,
2004; Chen et al., 2012; Do Ango et al., 2013; Roberts, 2013).
Sharma and Diaz (2011) recognised that the optimal microchannel
dimensions are a compromise between heat transfer and pressure
drop. Farahat et al. (2009) calculated the exergy efficiency of a flat
plate collector as a function of pipe diameter and flow rate. Hegazy
(1996, 1999) calculated the optimum channel depth, to maximise
heat gain for a given pumping power, for turbulent flow in a solar
air heater; the present work reaches an equivalent result for lam-
inar flow of a fluid. Mansour (2013) built a mini-channel plate with
2 mm  2 mm square channels to maximise thermal performance
with reasonable power consumption for the pump but did not
prove that his channel size was optimal. Cerón et al. (2015)
performed a highly detailed 3D numerical simulation of the airconvection within a flat panel enclosure and the water inside its
serpentine tube absorber. Visa et al. (2015) recognised that large
pressure drops would occur if the tube diameter were too low.
He built absorbers with three different combinations of tube diam-
eter and length to determine the optimum via experimental mea-
surements; no justification was given for the chosen sizes. Notton
et al. (2014) tested a solar-absorbing gutter and ran a detailed sim-
ulation of possible improvements. They noted the importance of
the electrical power required for pumping; their pump consumed
between 30 and 250W (for 1.8 m2 panel), depending on the flow
rate. Nano-fluids have been used to enhance the heat transfer or
reduce the pumping power (Colangelo et al., 2015; Hussien et al.,
2016).
Additional factors affect hybrid PV/T collectors since they suffer
reduced electrical efficiency at high temperatures: there is an opti-
mum temperature that maximises exergy efficiency (Evola and
Marletta, 2014). Agrawal and Tiwari (2011) investigated the effect
of various microchannel depths in optimising the exergy efficiency
of air-cooled PVT modules.2. Optimum pumping power
A designer should ideally choose how much pumping power is
necessary for circulating the fluid and then identify an optimum
combination of channel diameter and flow rate subject to this con-
straint. This is a better approach to panel design than setting a
fixed flow rate since it separates any system optimisation into
two separate parts: choice of pumping power (dependent on sys-
tem economics) and design of the most efficient solar panel for a
given pumping power.
The choice of pumping power will depend on many factors. The
pump could be powered by mains electricity, in which case the
electricity cost is a factor, or one could add a small PV panel driving
a high-efficiency pump (Caffell, 1998). Dubey and Tiwari (2009)
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(covering part of the thermal collector area) to drive a 35W circu-
lating pump for 2 m2 of water heating panels; their pumping
power was 17.5 W/m2. A number of authors (Farahat et al., 2009;
Aste et al., 2012; Evola and Marletta, 2014; Nikoofard et al.,
2014) have covered the techno-economic and exergetic optimisa-
tion of solar thermal collectors in more depth than is possible here.
For completeness however the following example illustrates the
possible optimisation of a variety of systems subject to some cost
penalty associated with the use of electricity.
Table 1 defines a water heating system using a pair of typical,
tube on plate, thermal collectors that may be connected either in
series or parallel. The values were chosen for illustration purposes
and are not based on any experimental system. Collector efficiency
has been predicted using the methods described in Sections 3 and
4 below.
A third simulation modelled the same pump and pipework con-
nected to a microchannel collector with 6 mm  6 mm square
passages.
Any optimisation process must define the electrical cost of the
pumping power. There are two very similar kinds of target:
d if the solar collector does not generate sufficient heat (so some
gas must be burnt to meet the short-fall) the question is to min-
imise the cost of gas + electricity (whether financial or in terms
of carbon emissions) for the required thermal output.
d conversely an off-grid system might use a PV panel covering
part of the thermal collector (as Dubey and Tiwari, 2009) to
drive the pump; the target then is simply to maximise the heat
collected. Note that if the thermal and PV panels do not overlap,
the solution would be to add the largest possible PV panel. It is
then not an optimisation problem.
The latter option was chosen for this example. There are two
competing effects: using a larger fraction of the available area for
PV reduces the area available to collect heat but increases the effi-
ciency of the thermal collector (Fig. 1).
The ‘‘Constant g” line shows the effect due to shading of part of
the thermal panel area; the change in output relative to this line is
due to the drop in collector efficiency at high Tpm  Ti. Whilst the
thermal benefit is relatively small, the improvement due to an
optimised design may be possible without any additional cost.
The effects of transition are evident in the Reynolds number range
2000–3000 (assumed linear between laminar and turbulent). At
high pumping powers (e.g. 40 W) the effective heat output for
the serpentine tube panels has fallen by approximately 6% fromTable 1
System parameters for optimisation example with tube-on-plate collectors.
Total thermal panel area 4 m2 (two panels, each 2 m long  1 m
wide)
Tube internal diameter 0.01 m
Tube pitch 0.0667 m (15 m pipe per m2 of collector,
R = 0.15)
Plate material 1050 aluminium, 0.9 mm thick
Coolant Tyfocor LS
Ambient temperature 30 C
Coolant inlet temperature to panel
Ti
70 C
Irradiance (perpendicular to
panel) G
1000 W/m2
Transmission-absorbance product
sa
0.87
Heat loss coefficient UL 3.8 W/m2 K
PV panel efficiency 0.2
External pipework (for total
pressure drop)
Equivalent to 30 m length of 0.02 m
bore pipe
Pump efficiency 0.5its peak value due to the shading of the thermal panel by the
required PV area.
Table 2 lists the optimum points for these systems. At higher
pumping powers there is only a small potential for increased col-
lector efficiency but a severe drop in output, due to the difference
in efficiency between the thermal and PV panels, as the PV panel
area increases.
Connecting the pair of serpentine tube absorbers in parallel
rather than series raises the heat output by 1.4% due to the reduced
pressure drop and increased flow rate. The microchannel plate
achieves a further 1.4% gain. This is probably insufficient to justify
the higher manufacturing costs of a microchannel absorber unless
such a design could be cheaply fabricated in extruded or injection-
moulded plastic (Do Ango et al., 2013).
Using a 4 mm thick plate made of high density polythene
(k = 0.52 W/m K) would for instance reduce the serpentine plate
overall efficiency to 0.57. The microchannel plate efficiency would
only fall slightly, to 0.695, because the microchannel concept
achieves a much shorter conduction path length.
A similar analysis for a grid-connected system using mains elec-
tricity instead of a PV panel might be subject to a condition
Cost of electricity ð£=kW hÞ
Cost of gas ð£=kW hÞ ¼ 3:2 i.e. slightly less severe than the PV-
powered gTHgPV  3:5. The optimum conditions are very similar to
the PV case: mass flows increase by 3–5% and total pumping power
increases by 9–13%.
These results for a conceptual system indicate that the opti-
mum power lies in the range 0.01–1.6 W/m2 for panels covering
4 m2. The dimensions chosen are close to optimal for the
microchannel system: the optimal size for the parallel and series
configurations will be discussed in Section 4.
Sections 3 and 4 below show that heat removal factor is a func-
tion of panel area as well as pumping power (W/m2) and suggest
scaling laws for the necessary increase in pumping power to main-
tain efficiency as panel dimensions are increased. The optimisation
results will vary depending on the actual system configuration and
optimisation criteria.
3. Thermo-fluid analysis of microchannel absorbers
3.1. Introduction
Flat plate solar collectors usually rely upon the flow of a water-
based coolant to extract heat from the absorber; the alternative
using heat pipes (Deng et al., 2013; Xu et al., 2015) is not consid-
ered here. The coolant may pass along a tube bonded to the plate,
Fig. 2(a); through multiple parallel microchannels, Fig. 2(b); or
within a flooded panel, Fig. 2(c). ‘‘Microchannel” will be used here
to identify any arrangement having parallel passages, without
implying any size limit, passage shape or manufacturing method.
Two analysis methods will be described. The first provides an
analytical solution for optimum passage size in microchannel sys-
tems: the flow is laminar and material conductivity high enough to
have little effect on the result. The second technique uses numer-
ical modelling to determine the optimum size even in serpentine
tube systems with turbulent flow, bend losses and more significant
conduction effects.
The efficiency of a flat plate solar collector is commonly defined
in terms of a heat loss coefficient UL and the mean plate surface
temperature Tpm (Duffie and Beckman, 2013):
g ¼ Qu
AcG
¼ ðsaÞ  ULðTpm  TaÞ
G
 
Efforts to maximise the efficiency typically start by maximising
sa and minimising UL. Heat loss coefficients UL  3:8 W=m2 K are
possible using a selective emissivity absorber coating to minimise
Table 2
Predicted optimum flow parameters for three PV-powered thermal collector systems.
Parallel Series Microchannel plate
Modelled as: Pair of 1 m wide  2 m
long panels in parallel
Pair of 1 m wide  2 m
long panels in series
6 mm square passages over
1 m width at 8 mm pitch; H = 4 m
Mass flow rate (kg/s) 0.115 0.0703 0.199
Mass flow rate (kg/m2 s) 0.0288 0.0176 0.0498
Coolant pumping power (W) 4.21 6.39 1.99
 internal loss (W) 3.77 6.27 0.0396
 external loss (W) 0.442 0.118 1.95
Absorber Wp ðW=m2Þ 0.943 1.57 0.0099
DT ¼ Tpm  Ti (C) 4.60 6.48 2.78
PV area (m2) 0.0421 0.0639 0.0199
Heat output (W), including
electrical power
2781 2742 2820
Overall efficiency 0.6952 0.6855 0.7049
Fig. 1. Effect of varying pumping power on DT ¼ Tpm  Ti and on overall heat flux to coolant. At low flow rates the increased plate mean temperature Tpm leads to increased
heat loss and lower efficiency.
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with e < 0:04. A further measure is to employ a high vacuum to
eliminate gaseous conduction: a number of manufacturers (Gener-
sys, SRB, TVP) have been developing evacuated panels. If the inter-
nal pressure is reduced below 0.2 Pa, conduction losses are
negligible and UL  1 W=m2 K is possible. In-service heat loss coef-
ficients may be higher due to scaling e.g. 5–6 W/m2 K (Arunachala
et al., 2015).
A further efficiency benefit may be obtained by careful choice of
the coolant passage dimensions to minimise the differenceFig. 2. Examples of the three kinds of solar absorber. (a) Serpentine tube on plate, (b) mic
results will be reported elsewhere.between the mean plate temperature Tpm and the fluid inlet tem-
perature Ti. To this end the design should ideally:
d use a high flow rate, such that the fluid temperature rise is
small;
d minimise the spacing between flow channels and use a thick
plate made of high conductivity material, such that the plate
temperature varies little in the transverse direction;
d minimise the channel hydraulic diameter to provide high heat
transfer coefficients.rochannel, prior to adding top cover, and (c) flooded panel. Experimental details and
Table 3
Algebraic form of microchannel geometric parameters from Figs. 3(b) for the example
where rectangular passages are modelled as circular holes. The passage length
L = plate length H for a single-pass microchannel system.
Rectangular
passages
Equivalent
circular holes
Dimensional definitions: Channel dimensions
a b, s ¼ ab
Diameter
Dh ¼ 2abaþb ¼ 2sbðsþ1Þ
Number of holes across width W
of the absorber
n ¼ Wp N ¼ nK ¼ RWDh where
K ¼ psðsþ1Þ2
Void fraction (diameter to pitch
ratio)
r ¼ ap R ¼ NDhW ¼ rðDhaKÞ,
pitch P ¼ DhR
722 R.W. Moss et al. / Solar Energy 153 (2017) 718–731In some installations using stratified hot water tanks it has been
found to be beneficial (Duffie & Beckman) to use a very low flow
rate that results in a high coolant temperature rise across the
panel, even though the panel efficiency can be reduced as a result.
They distinguish between these ‘‘low flow” cases
(0:002 0:006 kg=m2 s) and the more usual ‘‘mixed out” tank
assumption with heat being passed to a constant temperature heat
sink and typical mass flow rates  0:015 kg=m2 s. The following
analysis in terms of Tpm assumes a mixed out system where there
is no advantage to be obtained from a high fluid temperature rise.
3.2. Calculation of pumping power
3.2.1. Geometrical definitions for microchannel passages
The cross-section for a microchannel will depend on the manu-
facturing process and might be circular, rectangular or some other
section.
For calculation purposes the absorber is considered to be
equivalent to a virtual microchannel plate with N circular pas-
sages of hydraulic diameter Dh (Fig. 3). It is assumed that the pas-
sage spacing is small enough and conductivity sufficiently high
that lateral temperature variations between passages have no
influence on the optimisation process: this means that the equa-
tions need not include metal thickness and conductivity terms. A
more detailed analysis including conduction effects is presented
in Section 3.6.
A microchannel system can be designed by first identifying a
suitable hydraulic diameter and number of circular holes and then
considering the equivalent dimensions and number of channels for
any desired non-circular cross-section. The circular hole assump-
tion will model the pressure drop and fluid-to-metal temperature
difference correctly provided the friction coefficient f and Nusselt
number NuH are appropriate for the actual channel cross-section.
A microchannel plate might use rectangular passages (Fig. 3b)
but other profiles are possible e.g. with a hydro-formed or roll
bonded plate (Del Col et al., 2013; Sun et al., 2014). The limiting
case of flow between two parallel plates is discussed later as an
extension of the microchannel analysis.
For rectangular passages the aspect ratio s is defined such that
a ¼ sb, giving Dh ¼ 2abaþb ¼ 2sbðsþ1Þ (Table 3). Rearranging these as
b ¼ ðsþ1ÞDh2s ; a ¼ ðsþ1ÞDh2 allows an optimum hydraulic diameter to be
converted back to equivalent rectangular channel dimensions. In
the limiting case of a collector constructed from two parallel sheets
at some spacing b the aspect ratio is infinite. In this case the
hydraulic diameter is given by Dh ¼ 2b.
When optimising the passage diameter it is assumed that the
void fraction R is constant; it should in general be as high as
mechanical strength considerations will allow. This geometric sim-
ilarity constraint is essential for the optimisation process as well as
being a logical design feature. Conversely if the passage pitch were
held constant the best configuration would simply be to use the
largest possible passages that could fit within the chosen pitch: itH
W
Fig. 3. (a) Virtual plate with circular channels and (b) nomenclature for a rectangular cha
area and perimeter. The passage side half-thickness ts and top plate thickness tt are defiwould not be optimum in terms of balancing the two temperature
difference effects.
A typical design might use square channels (s = 1) at a 1:1 chan-
nel: rib ratio (r ¼ 0:5), resulting in a circular equivalent centreline
void fraction R ¼ 2p  0:637. A circular hole design must use R < 1
for mechanical strength reasons: in the limit at R ¼ 1 the tubes
would need zero wall thickness. Similarly in a microchannel plate
the passages would merge at R ¼ 1 (circular) or r ¼ 1 (rectangular),
leaving no mechanical attachment between top and bottom of the
plate. A sensible void fraction value may depend on ease of fabrica-
tion as well as mechanical strength concerns. Serpentine tube
absorbers will similarly be constrained to a limiting R value,
approximately R < 0.2, due to the minimum possible bend radius.3.2.2. Friction and flow rate calculations
The formulae for friction factor and Nusselt number in laminar
flow are algebraically simple and lead to straightforward solutions
for mean absorber temperature and optimum diameter that are
useful when comparing single and double-pass systems.
The equivalent correlations for turbulent flow are more com-
plex and require numerical solution. The laminar calculations are
derived below, to illustrate the methodology and the definition
of the parameters; results in the turbulent regime will however
be presented without showing details of the Matlab calculations.
The pumping power per unit plate area is:
Wp ¼
_QDP
L
ð1Þ
Microchannel absorbers are likely to operate with laminar flow
(Re < 2100). The Fanning friction factor is then f ¼ PoReD and the pres-
sure drop along the channels will be:
DP ¼ 4f L
Dh
 
1
2
qv2
 
¼ 4 Pol
qvDh
L
Dh
 
1
2
qv2
 
¼ 2PolLv
D2h
ð2Þ
The friction factor and Nusselt number methods used for
microchannel and serpentine tube calculations are summarised
in Table 4.Absorbed radiation S
p
ba
nnel cross-section which may be modelled as an array of circular holes of equivalent
ned as p ¼ aþ 2ts , d ¼ bþ 2tt .
Fig. 4. Difference in temperature DT between fluid inlet and mean plate surface as a
function of channel hydraulic diameter. This difference is the sum of a mean fluid
temperature rise DTfm and the temperature difference necessary by virtue of the
finite heat transfer coefficient, DTh . (Fluid is Tyfocor-LS at 70 C, S* = 750W/m2,
square microchannels, H = 1 m, R = 0.637.)
Table 4
Formulae for friction factor and Nusselt number used in the simulations (Lorenzini and Morini, 2009; Massey, 1989; Kakac et al., 1987); Petukhov and Gnielinski correlations.
Linear interpolation was used between the Re = 2000 and 3000 values in the transition region.
Cross-section Fanning friction factor f Nusselt number
Laminar, Re < 2000 f ¼ PoReD Circular Po = 16 NuH = 4.36
Square Po = 14.226 NuH = 3.612
Infinite parallel plates Po = 24  NuH ¼ 14017  8:235 (equal heat flux to each plate)
 Heating top plate only Nu1 ¼ 14026  5:385;
Nu2 ¼ 0, NuH ¼ Nu1þNu22 ¼ 2:692
Turbulent, Re > 3000 Circular f ¼ 0:25ð0:79 lnRe1:64Þ2 NuD ¼ ð
f
2ÞðRe1000ÞPr
1þ12:7
ﬃﬃ
f
2
p
ðPr231Þ
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is:
_m ¼ q _Q ¼ qN D
2
h
4
 ! ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2pDhWp
PolR
s
ðkg=sÞ ð3Þ
At higher Reynolds numbers the mass flow at each pumping
power was determined numerically.
3.2.3. Extension to a parallel plate geometry
A parallel plate geometry is the limiting case of microchannels
with an infinite aspect ratio. Defining a plate spacing b, the hydrau-
lic diameter will be Dh ¼ 2b. The equivalent number of passages
must satisfy 2W ¼ NpDh to achieve the desired perimeter, hence
R ¼ NDhW ¼ 2p :
Parallel plates and square section microchannels with 1:1 rib/
channel widths therefore have the same R value and, with appro-
priate Nusselt and Poiseuille numbers, the same analysis may be
used for both.
3.3. Heat transfer to fluid
3.3.1. Theory
The purpose of a solar collector is to take fluid, at some inlet
temperature that is constrained by the system being heated, and
deliver as much heat as possible to that fluid. The difference
between the fluid inlet temperature and the mean plate tempera-
ture, DT ¼ Tpm  Ti, makes the plate ‘‘hotter than it needs to be”,
increasing thermal losses and reducing the net heat collected.
The design aim is to minimise DT for a given pumping power.
For fully developed laminar flow with a constant heat flux
boundary condition, the Nusselt number is expected to be a con-
stant, NuH . Nusselt numbers vary slightly depending on the aspect
ratio and thermal boundary condition, Table 4. For flooded panel
absorbers the heat flux may be higher on the upper surface: the
limiting cases are given for a panel with very good thermal contact
between surfaces and for one with heat flux through the top sur-
face only. The latter case might occur if using a material with poor
thermal conductivity (steel or plastic as opposed to copper or alu-
minium). It has been assumed that flow passages are long enough
for the mean Nusselt number to be unaffected by entry length
effects.
DT has two components: the mean temperature rise of the fluid
along the channels plus the fluid-to-metal temperature difference
(inversely proportional to heat transfer coefficient h):
DT ¼ hþ DTh ð4Þ
For a single-pass configuration h ¼ ðToTi2 Þ. All fluid temperatures
here refer to the mass-weighted mean temperature over the cross-
section.
The net heat input to the plate Qu will for simplicity be treated
as a constant here since a good fluid flow design will achieve small
DT and a heat removal rate very close to the maximum possible.The assumption is that the plate temperature is sufficiently uni-
form that local variations in heat loss ULðTðxÞ  TaÞ are a small frac-
tion of the net heat absorbed per unit area Qu; this simplifies the
analysis considerably.
This assumption may be justified in terms of an uncooled stag-
nation temperature difference DTmax ¼ GTsaUL . The mean plate tem-
perature from a constant heat input solution will be close to the
exact solution provided To  Ti < 0:2DTmax (or h < 0:1DTmax). As
an example, taking GTsa ¼ 800 W=m2 and UL ¼ 4 W=m2K gives
DTmax ¼ 200 C; it is likely that any optimised system will achieve
To  Ti < 20 C unless the pumping power is extremely low.
Both components of DT in Eq. (4) are proportional to the rate of
heat extraction Qu:
To  Ti ¼ Qu_mc and DTh ¼
Qu
Ahh
The net heat absorbed per unit area, S, is defined by:
Qu ¼ Ac½Gsa ULðTpm  TaÞ ¼ AcS
Defining h and DTh in terms of the pumping power (per unit col-
lector area) Wp:
h ¼ ðTo  TiÞ
2
¼ AcS

2 _mc
¼ WHS

2
qcND2:5h
4
 ! ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2pWp
PolR
s" #1
DTh ¼ AcS

Ahh
¼ AcS

ðLNpDhÞ
Dh
kNuH
 
¼ S Dh
pkNuHR
 
Substituting the microchannel definitions L ¼ H, N ¼ RWDh into Eq.
(4):
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qc
  ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
Pol
2pRWp
s
D1:5h þ
1
pkNuHR
 
Dh
" #
ð5Þ3.3.2. Heat transfer discussion
Reducing the channel size will reduce DTh (because the heat
transfer coefficient increases) but, for a constant WP , reduce the
mass flow rate and increase h. The constraint that R is constant sets
a constant internal passage surface area regardless of the diameter.
For any chosen L, R andWP there will be an optimum Dh for a given
fluid that balances these two effects to minimise DT ¼ Tpm  Ti
(Fig. 4).
Fig. 4 shows that optimal values of microchannel hydraulic
diameter lie in the range 2–6 mm for Tyfocor-LS at 70 C with
square-section channels.
DT graphs for a parallel plate collector (Fig. 5) are equivalent to
a microchannel design but modelled with hydraulic diameter
Dh ¼ 2b.
Solar collectors are illuminated from one side only and the per-
formance of a flooded panel, modelled as two parallel plates, will
depend on the degree of thermal contact between the front and
back plates. The microchannel analysis assumed that there was
an effective thermal conduction path through the ribs: this is not
necessarily true in the limiting case with two plates. Fig. 5 com-
pares the two extremes of a single-sided and a double-sided
analysis.
The dotted curves in Fig. 5 would be obtained from the
microchannel results in Fig. 4 by the transformation b ¼ Dh2 if the
Nusselt and Poiseulle numbers were invariant. Fig. 5 however uses
the Nusselt and Poiseulle numbers for infinite parallel plates; both
DT and the optimum spacing b are therefore slightly higher than
would be expected from the square-section microchannel graph.
Eq. (5) also defines the effect of varying the channel void frac-
tion R. If Dh is held constant, Eq. (5) may be simplified as
DT
S ¼ A1ﬃﬃRp þ A2R , indicating that DT decreases as R increases. For a given
hydraulic diameter, the best design will use the largest practicable
value for R.
The optimum microchannel diameter, corresponding to the
minima of the curves in Figs. 4 and 5, can be calculated by differ-
entiating Eq. (5) with respect to Dh, subject to constant H and R,
to give:
Dh;opt ¼ 3kNuHqc
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
PoplRH2
2Wp
s2
4
3
5
0:4
ð6ÞFig. 5. Comparison of DT curves for a parallel plate collector when the fluid extracts
heat from just one surface (bold) or both surfaces (dotted equivalents). (Fluid is
Tyfocor-LS at 70 C, S* = 750 W/m2, L = 1 m.)If this condition is satisfied DTopt / Dh;opt (resulting in the
straight ‘‘Optimum” lines in Figs. 4 and 5) and DT / W0:2p (since
Dh;opt / W0:2p ); if R can also vary, Dh;opt / R0:2 and then DTopt / R0:8.
The optimum hydraulic diameter increases with plate height H
unless there is a corresponding increase in the pumping power per
unit area Wp.3.3.3. Effects due to absorber size
Figs. 4 and 5 have been plotted for a nominal height H = 1 m. An
optimal design at one size would need scaling for use in a larger
panel.
The mean fluid temperature rise h is proportional to
ﬃﬃﬃﬃﬃ
H2
Wp
q
(microchannel case) because of the modelling assumption that S
is constant; in practice ifWp=H
2 were very small, the fluid temper-
ature would asymptote towards the plate stagnation temperature.
The effect is not significant here because an optimised design will
maintain the plate well below its stagnation temperature.
DT can be reduced by choosing a design with small H, for
instance a rectangular plate could have the channels running
across the plate rather than along it. This is similar to the concept
of connecting multiple solar collectors in parallel rather than in
series; it maximises the total channel cross-section area as well
as minimising the channel length, thereby (for some total mass
flow rate) reducing the fluid velocity and pressure drop. In practice
however the design of inlet manifolds to achieve uniform flow par-
tition between channels is likely to be easier with large H and small
W than vice versa.
Similar values for DT can be achieved over a range of designs of
differing size by selecting Wp / H2. If this condition is satisfied
Dh;opt will be constant irrespective of the panel dimensions. Con-
versely if the pumping power per unit area Wp is kept constant
the fluid temperature rise h will be proportional to plate length H
and Dh;opt / H0:4.3.4. Fluid property effects
The fluid properties slightly influence the optimum hydraulic
diameter for a given pumping power, Fig. 6.
Optimum Dh for a given pumping power is only a weak function
of thermal diffusivity and viscosity so the variation in Dh is modest.
The combination of higher viscosity and changes in thermal diffu-Fig. 6. Optimum microchannel hydraulic diameter, at various pumping powers
(L = 1 m), for different liquids and temperatures. The higher viscosity fluid
(Paratherm) requires a higher pumping power than Tyfocor to achieve the same
DT. [Square channels, constant R (any fixed value).]
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higher DT unless the pumping power is increased considerably.
The Po and NuH values used here assume laminar flow,
Re < 2000. This is unlikely to be exceeded in a microchannel plate:
if necessary, though, a numerical method (Section 3.6) can be used
to model the pressure drop and heat transfer at higher Reynolds
numbers.
Practical considerations such as ease of manufacture or the size
of manifolds and pipework necessary to ensure uniform flow dis-
tribution between channels may dictate the use of slightly smaller
or larger hydraulic diameters. The temperature curves in Figs. 4
and 5 have broad minima so this can be accomplished with little
loss of performance.
3.5. Comparison of single and double-pass microchannel systems
The preceding calculations have assumed that the mean fluid
temperature is the mean of the inlet and outlet temperatures. This
will be true for a single-pass microchannel system with uniform
heat flux per unit area.
An alternative to the single pass concept would be a double-
pass design with the microchannel plate folding back under itself.
This appears attractive from an installation perspective, Fig. 7,
because the manifolds and pipework could then connect to just
one end of the collector.
A double-pass system could be implemented either as two
stacked layers of channels, Fig. 7(b) or as interleaved channels, 7
(c). The stacked implementation allows a higher void fraction R
which is beneficial because of the higher flow rate at any given
pumping power and hydraulic diameter.
This folded configuration, assuming perfect thermal contact
between forwards and return flow channels, resembles a
serpentine-flow absorber with a single kink. The general case with
multiple passes and both axial and lateral temperature variations
is complex (Abdel-Khalik, 1976; Zhang and Lavan, 1985; Akgun,
1988; Lund, 1989); more recently Ho et al. (2007) performed a
2D analysis of the temperature distribution in a double-pass
counter-flow heat exchanger with uniform heat flux to both exter-
nal walls.
The double pass configuration is more common in solar air hea-
ters than liquid-cooled absorbers (Chamoli et al., 2012). The tem-
perature variation along double-pass air heater channels has
been extensively modelled (Sopian et al., 1996; Othman et al.,
2006; El-Sebaii et al., 2011; Hernández and Quiñonez, 2013). These
models recognise the substantial temperature variations that may
occur with air as the working fluid and the resulting axial variation
in heat loss; the solution of the linked first-order equations uses a
pair of exponential terms.
A much simpler expression for temperatures in a liquid-cooled
double pass system is possible (Appendix A) since it is easier with
water to ensure a sufficient flow rate that the range of TðxÞ is much
smaller than DTmax. It will be assumed as before that the net heat
input is approximately constant over the plate and also that in
the microchannel case with high metal conductivity and close
channel spacing the only significant temperature gradients occur
parallel with the flow direction. This simplifies the second–orderOUT IN 
Fig. 7. (a) Possible configuration of a double-pass microchannel plate, (b) staequations to give a quadratic expression for each temperature: this
approximation to the exact exponential form is analogous to the
structural mechanics approximation of a catenary as a parabola.
The resulting graphs of plate surface and coolant temperature in
the flow and return directions (Fig. 8) show that the fluid temper-
atures may be higher within the collector than at the outlet.
Both analyses here are for a sufficiently long, thin plate that
axial heat conduction through the metal may be omitted from
the model. Oyinlola et al. (2015a–2015c) presents a more detailed
analysis showing the effects of axial conduction on the single-pass
case.
At low flow rates, Fig. 8(b), heat transfer between liquid in the
forward and reverse channels leads to a regenerator effect that
increases the temperature difference between the manifold and
the opposite ends of the plate. The mean fluid temperature may
then be considerably higher than the fluid outlet temperature lead-
ing to an increased heat loss through radiation and conduction.
This effect is minimised by increasing the flow rate; the optimum
hydraulic diameter for a double-pass system is typically larger
than in the equivalent single-pass system, Table 5. The effect is
in accordance with the findings of Zhang and Lavan (1985) that
the difference in FR between the N = 1 and the N = 2 serpentine case
is highest at low flow rates.
When comparing single and double-pass systems it is impor-
tant to distinguish between double-pass systems having the same
number of inlet channels as the datum single-pass case, Fig. 7(b)
‘‘stacked”, and those having half as many, 7(c) ‘‘interleaved”. The
general shape of the curves of mean temperature against Dh for a
double-pass systems closely resembles the single pass equivalent
in Fig. 4. The optimum hydraulic diameter for a laminar flow dou-
ble pass system is:
Dh;opt ¼ 3þ
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The optimum double-pass parameters are simply a scaled ver-
sion of the single pass equivalent. For any particular fluid proper-
ties, plate length and pumping power Wp, the relationship
between optimum values can be expressed relative to a datum
‘‘case 1” single pass system (Table 5).
The stacked double configuration (2) achieves lower DT than
the datum single pass case (1) because it has twice as many chan-
nels; a single pass system (3) with the same number of channels
(2) however performs even better. (4), (5) are equivalent to (1),
(2) with a reduced number of channels hence higher DTopt . The
illustrations show a repeating section with the appropriate ratio
of passage diameter Dh,opt and void ratio R. Given the assumption
that temperature gradients within the metal may be ignored (see
more detailed investigation in Section 3.6 below), at any given void
fraction R there is no difference in performance between the inter-
leaved and stacked geometries. The double-pass illustrations (2),
(5) in Table 5 could equally well show the interleaved case. The
stacked case does however allow the use of a higher R value which
would increase efficiency and reduce DT.
All dimensions are relative to an optimum diameter from equa-
tion (6) for reference case (1).cked, and (c) interleaved channel geometries for a double-pass system.
Table 5
Relationships between optimum values for single and double pass laminar flow systems as a function of the void ratio R. The double-pass
systems (2, 5) have been drawn as a stacked design for ease of comparison but could equally well be interleaved, albeit with limitations on the
maximum R value. R is defined in terms of the pitch of passages flowing in parallel (Appendix A).
Fig. 8. Metal (T) and fluid (h) temperature distributions along single and double-pass microchannel plates (a) high flow rate and (b) low flow rate. Square channels, R = 0.637,
Dh = 1.6 mm, plate height = 1 m, Tyfocor-LS, S* = 750 W/m2, equivalent to one layer and two layers of the stacked design, Fig. 7(b).
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facture than the single-pass equivalent and there is a small perfor-
mance penalty. The double-pass system’s convenience in having
both inlet and outlet connections at one end of the absorber may
however outweigh these considerations for some applications.
3.6. Characterisation of a microchannel plate in terms of heat removal
factors
Duffie and Beckman (2013) define the collector heat removal
factor FR as the ratio of actual heat extracted to the heat that could
be extracted, were the entire plate at the fluid inlet temperature.
The plate efficiency formula then takes the form:
g ¼ FR ðsaÞ  ULðTi  TaÞG
 
The heat removal factor is the product of a collector efficiency
factor F 0 and a heat capacity factor F 00:FR ¼ F 0F 00 ð7Þ
where F 00 ¼ m 1 e 1m
 
and m ¼ _mcAcULF0 for a single-pass
system.
The optimum Dh can therefore be found by maximising FR as
opposed to minimising DT: this method does not rely on the
assumption that S is constant.
The collector efficiency factor F 0 describes the ratio of heat flux
to fluid between the actual collector flux q0u and the ideal collector
equivalent: F 0 ¼ q0uGsaULðTfTaÞ. F
0 is a non-dimensional measure of the
mean difference between fluid (Tf ) and plate surface temperatures;
it is independent of Gsa; Tf and Ta.
F0 can be determined from a solution of the temperature field
around a passage, Fig. 9.
The microchannel collector efficiency factor F’ may be charac-
terised in terms of a passage efficiency factor FP. For square pas-
sages at pitch p:
Fig. 10. Heat recovery factor FR as a function of hydraulic diameter with
UL = 3.8 W/m2 K. for a 1 m wide microchannel plate with square passages;
R = 0.637, thickness d ¼ 1:5b. The effects of transition commencing may be
observed for the 1000 W and 1W curves at Dh = 0.001 and 0.0053 m respectively.
Aluminium plate, k = 222W/m2 K (F0 = 0.994 at Dh = 0.005 m).
Fig. 9. Difference between metal and fluid temperature around a square-section
microchannel passage made of stainless steel (km = 15 W/m K). a = b = Dh = 5 mm,
p ¼ d ¼ 7 mm (tt ¼ ts), Gsa ¼ 870 W=m2, UL = 3.8 W/m2 K (top surface only),
h = 320 W/m2 K. F 0 ¼ 0:994.
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ð8Þ
Material conductivity effects are only likely to be significant for
large passage sizes and non-metallic materials. Such conditions
could in theory occur in solar air heaters. For completeness, the
passage efficiency factor FP has been empirically correlated against
numerical simulations over a wide range of conditions.
The correlation uses non-dimensional groups to model the wall
thicknesses and conditions.
g1 ¼
ts
Dh
; g2 ¼
hts
km
; G1 ¼ g2g21
; G2 ¼ g1g2
The ‘‘side” (to webmid-plane) and ‘‘top” thicknesses are defined
as p ¼ aþ 2ts; d ¼ bþ 2tt (Fig. 3). Two geometries were studied:
tt ¼ ts and tt ¼ 2ts.
FP1 ¼ 0:25 2 1:4 tanhðlog10ð0:83G1ÞÞ  0:5 tanhðlnð0:35G0:62 ÞÞ

þ0:2e
ﬃﬃﬃﬃ
G2
p
 0:01
ﬃﬃﬃﬃﬃ
G1
4
p
þ 0:1log10g1

FP2 ¼0:25

1:990:8tanhð0:6lnG1þ0:04Þ0:7tanhð0:28lnG10:35Þ
þ0:04e0:1ðlnG1þ3Þ2 þ0:02log10g10:49tanhðlnð0:5
ﬃﬃﬃﬃﬃ
G2
p
ÞÞ
þ0:09e0:12ðlnG2þ0:79Þ2

(Fp1, Fp2 for tt = ts and tt = 2ts respectively. Maximum F0 error
0.0089, standard deviation 0.0017, for Biot numbers hDhkm 6 400.
Each curve fit uses 7800 simulations covering 0:02 6 G4 6 0:5,
0:5 6 hi 6 800 0:01 6 k 6 200 with Dh ¼ 0:005, UL ¼ 4; correla-
tions are independent of Dh and UL. FP1 and FP2 are more similar
than the equations might suggest: mean FP2FP1
 
¼ 1:013 and
1 6 FP2FP1 6 1:23 for comparisons with the same Dh; ts; km;h values).
For a metal microchannel plate the thermal resistance is typi-
cally so low that any transverse variation in metal temperature
has little effect on the overall efficiency. Setting ttkm  0; FP  1
allows Eq. (8) to be simplified as F 0  1þ pUL4Dhhi
 1
for a square pas-
sage and F 0  1þ ULpRh
	 
1
for the circular hole equivalent.
Substituting h ¼ NuHkDh , F
0  1þ DhULpkNuHR
 1
¼ ð1þ ADhÞ1 where
A ¼ ULpkNuHR
Fig. 10 shows equivalent curves to Fig. 4 plotted as heat recov-
ery factor FR rather than temperature difference and including
transition to turbulent flow above Re > 2000. As before, if the plate
size is increased or the pumping power is reduced then the opti-mum channel size will increase. Comparison of the Re=H curves
for WTOT ¼ 1000 W and WTOT ¼ 1 W confirms that the scaling
WTOT / H3, Wp / H2 achieves constant mass flow/unit area whilst
in the laminar flow regime; as expected, the corresponding FR
curves are identical until transition commences for the 1000 W
curve at Dh = 0.001 m.
If sufficient pumping power is used to achieve turbulent flow
the FR curve rises monotonically with increasing hydraulic diame-
ter and has no maximum (top curve in Fig. 10). This occurs because
the increase in Nusselt number with Reynolds number in the tur-
bulent regime offsets the fall in heat transfer coefficient that occurs
in the laminar flow (constant Nu) case due to the h ¼ NukDh definition.
This effect is however of little practical importance for microchan-
nel solar collectors because high heat recovery factors can be
achieved with much lower pumping powers under laminar
conditions.
A satisfactory heat recovery factor of FR = 0.99 is achieved for
the 1 m2 panel even with at the lowest pumping power of
0.01 W. The mass flow rate is then 0.124 kg/m2s with an optimum
hydraulic diameter of 5 mm.
Since the maxima are broad there is no need to determine the
optimum Dh to great accuracy.
Substituting the metal plate approximation into Eq. (7), FR can
be defined in terms of Dh:
FR ¼ BD1:5h 1 e
1
m
 
:
with m ¼
qcRWD1:5h
4
  ﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2pWp
PolR
q
WHULF
0 ¼ Bð1þ ADhÞD1:5h ;
B ¼ qcR
4UL
  ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2pWp
PolRH2
s
This supports the conclusion from Section 3.3.3 that maintain-
ing Wp / H2 is necessary to avoid a reduction in efficiency as the
plate length increases.
4. Analysis of serpentine tube systems
A serpentine tube system differs from a microchannel plate in
that there is a single tube and its length is a function of plate width
as well as length:
L ¼ RWH
Dh
; N ¼ 1:
Fig. 12. Effect of varying the diameter to pitch ratio R. (WTOT = 0.1 W, WH = 1 m2).
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assumes that the allowable bend radius is a multiple of pipe diam-
eter i.e. the total pipe length must decrease if its diameter
increases. It also assumes that the pitch and pipe length can be
modelled as continuous variables whereas in practice the length
will be close to an integer multiple of W or H. The approximation
is acceptable provided the number of bends is large.
Eq. (7) has been used with the following tube on plate collector
efficiency factor formulae (Duffie & Beckman):
F ¼ tanhðmðWDÞ=2ÞmðWDÞ=2 ; m ¼
ﬃﬃﬃﬃﬃﬃ
UL
kmd
q
with metal conductivity km and
plate thickness d.
F 0 ¼ 1
ULP 1UL ðDþðPDÞFÞ
þ 1Cbþ
1
pDhh
  where tube outer diameter
D ¼ Dh þ 2d, Cb is bond conductance and P is tube pitch.
A serpentine tube absorber is likely to have a smaller flow
cross-sectional area than a microchannel plate and at similar mass
flow rates the Reynolds number is higher. Serpentine tube systems
typically operate in the turbulent regime, except for very small
panels at low flow rates. When using Tyfocor at 70 C the pumping
power required to reach Re ¼ 2000 is approximately
Wp ¼ 3:1 107 RD3h ðW=m
2Þ i.e. 0.06 W/m2 for an 8 mm bore tube
with R = 0.1; higher powers will produce transitional or turbulent
flow.
A serpentine tube may experience Reynolds numbers up to
50,000, Fig. 11(b). The Petukhov friction factor formula for turbu-
lent flows (Table 1) may be approximated within 2.6% over the
range 3000 < Re < 50000 as f ¼ 0:1001Re0:275. A constant mass
flow per unit area will then be expected if Wp / ðWHÞ2:725.
The pumping power requirement can be reduced by connecting
multiple panels in parallel rather than series; for instance, increas-
ing the area of a 1 m wide panel by connecting W panels in parallel
as opposed to widening a single panel would remove the W depen-
dency, Wp / ðHÞ2:725.
Compared with a microchannel plate there will be an additional
pressure drop due to flow around the pipe bends. Chen et al. (2003)
provides correlations for pressure drop through multiple closely
spaced bends over a wide Reynolds number range. Hassoon
(1982) defines an ‘‘equivalent length” LD  14 at rD  3 (r = bend
radius, equivalent to R ¼ 16) as a means of predicting the pressure
drop for turbulent flow in a 180 bend. Hassoon’s technique has
been used for the numerical solutions in Figs. 11 and 12.
A tube on plate absorber suffers more from thermal resistance
effects than a microchannel plate because the tube spacing is a
much larger multiple of plate thickness. The simulations have been
performed both for an infinitely thick plate (F = 1) and for a thin
(0.9 mm) plate made of 1050 aluminium alloy, Fig. 11.Fig. 11. Heat recovery factor FR for a square aspect ratio (W = H) serpentine tube absorb
show infinitely thick plate equivalent. (a) Effect of varying pumping power with consta
panel area varies. The highest Reynolds number is 51,000.The thick plate simulations of heat recovery factor FR (dotted
curves, F = 1) resemble the turbulent part of the microchannel
curve in Fig. 10 and rise steadily as hydraulic diameter increases.
When the thermal resistance of a 0.9 mm thick plate is included
the increased tube pitch at large Dh results in a decline in FR. Each
curve then has a broad maximum around the optimum hydraulic
diameter with peaks at FR = 0.986, 0.978, 0.962 occurring for
Dh = 7.4, 9.2, 11.8 mm with mass flow rates of 0.084, 0.056 and
0.04 kg/m2s respectively as the pumping power is varied between
10W and 0.1 W. The variation of optimum FR between the three
curves is modest and as indicated in Section 2 the increase in
pumping power may have a cost in terms of system economics.
It would be useful, given the importance of the pumping power,
pitch, hydraulic diameter and mass flow rate, if these parameters
were routinely measured and presented in papers on solar collec-
tor test results. This would provide some insight into whether effi-
ciency differences between panels were the result of a superior
design or simply a higher flow rate.
The mass flow markers indicate the range of flow rates com-
monly used in solar collectors (Duffie and Beckman). At any given
flow rate, for instance the circular 0.02 kg/m2 s markers, FR rises if a
smaller diameter tube and higher pumping power are used. Con-
versely at a given pumping power the maxima in the FR curves
are very broad; changes in Dh that vary the mass flow rate in the
range 0.05–0.1 kg/m2s lead only to small changes in FR, particularly
at the highest pumping power (blue line in Fig. 11(a)).
Bend losses become relatively less important as the tube length
between bends increases. For the simulations in Fig. 11(b), omit-
ting the bend losses would raise the Reynolds number by 3.7, 2.7
and 1.9% respectively for the 1, 2 and 4 m2 panels at the point wither, R = 0.1, with UL = 3.8 W/m2 K at various absolute pumping powers. Dotted lines
nt panel area (b) Wp / ðWHÞ2:725, WTOT / ðWHÞ3:725 for turbulent flow similarity as
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effect on FR is insignificant.
It has been assumed that a serpentine tube with multiple bends
may be modelled in terms of the straight tube equations given
above. The effect of conduction between adjacent tubes will be
to slightly modify the relationship between fluid temperatures at
inlet and outlet and the mean temperature. The effect with multi-
ple passes is however likely to be much less severe than in the
double-pass microchannel analysis in Section 3.5; for large N the
heat removal factor is closer to the N = 1 than the N = 2 case
(Zhang and Lavan, 1985). If the plate conductivity is so low that
the tube sections are effectively isolated from each other, the sys-
tem will behave like a single-pass design. The single-pass equation
would also be an exact model if the conductivity were so high that
axial conduction enforced a uniform temperature over the plate.
The tube length is proportional to the diameter: pitch ratio R.
High R values (solid line in Fig. 12) increase the tube surface area
and reduce the thermal resistance of the plate for a given Dh and
pumping power; conversely they reduce the mass flow rate. For
the parameters considered here the highest R value (0.15) achieves
highest heat removal. For each curve, the optimum Dh rises with R
giving Dh,opt = 8, 11.8, 15.5 mm for R = 0.05, 0.1, 0.15 and tube pitch
P = 160, 118, 103 mm respectively; higher pumping powers will
have smaller optimum diameters.
The investigation into optimal system pumping power in Sec-
tion 2 assumed a tube bore of 10 mm for the serpentine tube col-
lectors. An iterative process can be used to identify a more suitable
diameter. For instance, a similar graph to Fig. 11(a) with R = 0.15,
1.885 W, 2 m2 would model the peak power point for the one
branch of the parallel configuration in Table 2; the optimum diam-
eter is 0.0144 m and, re-running the Table 2 simulation, the heat
output would rise from 2781 to 2789W. This is however still
1.1% below the heat obtained from the microchannel collector.
A similar graph with R = 0.15, 6.27 W, 4 m2 would model the
series case, giving an optimum diameter of 0.0162 m and raising
the heat output by 1.2% i.e. from 2742 to 2775W
5. Conclusions
The optimum channel or tube size for a flat plate collector will
minimise heat losses, for some choice of diameter/pitch ratio and
pumping power, by ensuring the mean absorber surface tempera-
ture is no higher than necessary.
The optimum pumping power can be determined by a simula-
tion based on flow resistance around the installed system together
with relative energy costs and collector efficiency characteristics.
Both the optimum pumping power and passage hydraulic diameter
have broad distributions and it is not essential for values to be
determined to great accuracy. The pumping power requirement
rises rapidly with tube or passage length; pumping power require-
ments may be minimised by connecting multiple solar collectors in
parallel rather than in series. Optimal pumping powers for a 4 m2
system were in the range 0.01 W/m2 (microchannel) to 1.7 W/m2
(serpentine).
Microchannel plates typically operate under laminar flow con-
ditions. For a given pumping power an optimum diameter occurs
because mass flow rate falls at small diameters and heat transfer
coefficient falls at large diameters. The collector efficiency factor
F0 is typically higher than for a tube on plate absorber: this makes
microchannel systems particularly suitable for designs using low
conductivity materials such as stainless steel or a polymer. An
empirical correlation for F’ has been derived from finite element
simulation results. The short conduction paths in a microchannel
collector allow the use of low conductivity materials such as stain-
less steel or a polymer.Optimal values of hydraulic diameter in a 1 m long microchan-
nel plate lie in the range 2–5 mm for pumping powers between 1
and 0.1 W/m2 when using Tyfocor-LS at 70 C. Longer passages,
lower pumping powers and more viscous fluids will require larger
diameters.
Hydraulic diameters in this range can be achieved using a
flooded panel collector in which two hydroformed sheets are
welded together: there is no need for the very small hydraulic
diameters that would only be possible via a microchannel design.
Double-pass microchannel plates have a larger optimum diam-
eter and slightly lower thermal efficiency than the single pass
equivalent.
Tube on plate absorbers typically operate under turbulent flow
conditions. For a given pumping power and plate thickness an opti-
mum diameter occurs because mass flow rate falls at small diam-
eters and fin efficiency falls at large tube spacing. Optimum
diameters were in the range 6–16 mm depending on pumping
power and diameter/pitch ratio. Manufacturing constraints in
terms of bend radius limit the maximum diameter/pitch ratio. Over
the range of parameters investigated, the highest efficiency was
obtained with the largest diameter/pitch ratio, R = 0.15. Larger
ratios lead to reduced mass flow rates because the tube length
increases; they are also unsatisfactory due to the tight bend radius
required.
If the tube diameter is allowed to vary whilst keeping the
pumping power and diameter/pitch ratio constant, there is very lit-
tle variation in panel efficiency between mass flow rates of 0.05
and 0.1 kg/m2s. For the cases investigated here, use of an exces-
sively high pumping power reduced the effective heat output by
6%; lack of optimisation reduced it by 1% and the parallel-
connected serpentine tube collectors produced 1.1% less heat than
the microchannel design.
Papers publishing efficiency test results should provide details
of the pumping power, pitch and hydraulic diameter to facilitate
comparisons with other work.
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88819.Appendix A
A.1. 1-D analysis of flow temperatures in a two-pass microchannel
system
The plate is assumed to be long and thin; axial conduction is not
modelled.
730 R.W. Moss et al. / Solar Energy 153 (2017) 718–731The channels are simulated as a colder ‘‘forwards” flow temper-
ature h1ðxÞ, followed by a hotter ‘‘returning” flow temperature
h2ðxÞ. Each cross-section of the plate has a constant metal temper-
ature TðxÞ; it is assumed that temperature variations in the thick-
ness and transverse directions may be neglected, together with
axial conduction effects. h1ðxÞ; h2ðxÞandTðxÞ are temperature differ-
ences relative to flow inlet i.e. h1ð0Þ ¼ 0.
The mean of the two flow temperatures is: /ðxÞ ¼ h1ðxÞþh2ðxÞ2 .
It is convenient to also define wðxÞ ¼ h2ðxÞh1ðxÞ2 such that
h2ðxÞ ¼ /ðxÞ þ wðxÞ and h1ðxÞ ¼ /ðxÞ  wðxÞ
Over the width W there are NP ‘‘cold” channels in parallel and a
further NP ”hot” channels carrying return flow. Each has a hydrau-
lic diameter Dh and an internal heat transfer coefficient h. The mass
flow rate for the NP cold holes is _m. The hole fraction R is defined in
terms of NP (as opposed to the total number of holes 2NP),
RW ¼ NpDh.
Heat transfer to the outbound and returning fluid, assuming a
constant net heat flux S per unit area:
Over any short distance dx,
WSdx ¼ ðNPpDhdxÞh½ðT  h1Þ þ ðT  h2Þ
WS ¼ ðNPpDhhÞ½2T  ðh1 þ h2Þ ¼ ð2NPpDhhÞ½T  / ð9Þ
Let a ¼ NPpDhhi_mc such that dh1dx ¼ aðT  h1Þ; similarly
dh2
dx ¼ aðT  h2Þ
Defining M ¼ _mcW , d
2/
dx2 ¼  phRS

2M2
Integrating and applying boundary conditions:
h1ðxÞ ¼ S

2M
pRNuHk
MDh
 x
2
2
þ Hx
 
þ ðx HÞ þ H
 h2ðxÞ ¼ S

2M
pRNuHk
MDh
 x
2
2
þ Hx
 
 ðx HÞ þ H
 TðxÞ ¼ S

2M
pRNuHk
MDh
 x
2
2
þ Hx
 
þ H
 
þ S
Dh
2pRNuHk
Alternatively if S⁄ were not assumed to be constant Eq. (9)
would take the form WðGsa ULTÞ ¼ ð2NPpDhhÞ½T  /. Substitu-
tion into the linked equations dh1dx ¼ aðT  h1Þ, dh2dx ¼ aðT  h2Þ then
produces an eigenvalue solution with exponential terms. The
advantage of the quadratic solution given here is that it has simple
expressions for the coefficients.
To find the mean fluid temperature / and plate temperature T ,
/ ¼ 1
H
Z H
0
/dx ¼ HS

2M
pRNuHkH
3MDh
þ 1
 
/ can be used in place of the single-pass h ¼ ToTi2 to optimise a
double-pass system.
Assuming laminar flow, adapting equations (1)–(3) for the
longer overall channel length in a double pass system and neglect-
ing any pressure drop at the 180 bend, the mass flow rate is:
_m ¼ qW4
  ﬃﬃﬃﬃﬃﬃﬃﬃﬃ
pRWp
Pol
q
D1:5h i.e.
1ﬃﬃ
2
p  the single-pass mass flow for the
given parameters. (The Poiseuille number could be raised to simu-
late bend pressure drop if necessary).
T ¼ /þ DTh
¼ S
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
PolH2
pRWp
s
2
qcD1:5h
 ! ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
PolH2
pRWp
s
4pRNuHk
3qcD2:5h
 !
þ 1
2
4
3
5þ 1
2pRNuHk
 
Dh
2
4
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